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Specifications

Processor
AMD Radeon E4690 Graphics Controller

Supports DirectX 10.1 and OpenGL 3.x 

Memory
Integrated in GPU

128-bit memory interface, 512MB GDDR3 video memory

Interface
PCI Express  x1, x2, x4, x8 

Pn4 (HDMI & RGB)

Display
Dual independent display support

DVI-I and DB-15 VGA port on front panel

Dual-link DVI 

Two RGB channels to front, switchable to rear via Pn4

HDMI to rear via Pn4 

Mechanical and Environmental
Form Factor	 VITA 42.3 XMC Standard

           	 149mm x 74mm x 8.2mm

Operating Temp.	 0°C to +55°C Convection Cooled  

Storage Temp.	 -40°C to +85°C

Rel. Humidity	 95% (non-condensing)

Shock	 20G peak-to-peak, 11ms duration, operating

Vibration	 2Grms, 5-500Hz, each axis, operating

Power Consumption	 Average 10.9W at 400MHz clock engine when running 3D 
Mark06 

Dual Display Graphics XMC Module  
with AMD/ATI E4690 GPUXMC-G460

Features
	 AMD Radeon E4690 embedded GPU
	 512MB on-chip GDDR3 VRAM
	 Dual independent displays (DVI+VGA or 
VGA+VGA)

	 Up to PCI-Express x8 interface
	 HDMI and RGB signals to rear 

Ordering Information
Modules
Model Number Description/Configuration

XMC-G460 Graphics XMC module

Functional Diagram
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