HYDRA

Multi-channel Video Streamer / Server

The HYDRA system is a rugged multi-channel video
acquisition and network video server / streamer
system. The HYDRA unit can capture, encode and
stream up to 12 channels of video and a single
channel of audio over an Ethernet LAN using a
variety of compression levels and streaming rates.

The system is designed for video surveillance in harsh
environments and is suitable for use in both static and
vehicle installations.

The HYDRA system produces an industry standard MPEG-4
video plus audio stream using a standard RTP/RTSP IP
stream. The HYDRA can be customized with additional
application software if required for specialist installations.
The HYDRA is configured and controlled using a series of
HTML web pages which are viewed on any web browser. The
control screens enable the user to optimize the compression
settings to suit networks with different bandwidth
capabilities.
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HYDRA

Multi-channel Video Streamer / Server

The HYDRA system is a highly configurable rugged platform.
It can be easily tuned to suit many applications in military,
transportation, and high-security applications. It is also de-
signed to be future-proof with rooms for upgrade and expan-
sion. Such design greatly reduce the time for deployment and
servicing as well as the risk for unforeseen requirements and
component obsolesce.

Applications

Digital Video Recorder

Law Enforcement

Crime Scene Recording

Remote Video Surveillance
Multi-camera Security Application
Panoramic Viewing

Video Acquisition and Analytics
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HYDRA

Multi-channel Video Streamer / Server

Features

Up to 12 channels of live video inputs (PAL/NTSC).
Single channel audio input.

MPEG-4 video compression

9 — 40v DC powered with supply transient protection.
Industry standard RTP/RTSP video/audio stream.
HTML configuration management screens.

Standard 10/100baseT Ethernet LAN port.
MIL-STD-810F environmental compliance.

Wide operating temperature range (-20°C to +50°C).
Environmental protection — IP54.

EMC CE compliant.

STANAG 2338 infrared reflective paint finish.
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HYDRA

Multi-channel Video Streamer / Server Operation Summary

HTML-based Configuration / Control Screens

The Encoding Options page is used to select all
the encoder options to optimize the quality and

The main System Status page shows which bandwidth of the encoded video. Each channel
channels have detected a valid video input can set separately or, the parameters set for all
signal. The Status page also indicates the 'blind channels.

video' status — which means that the system
has sensed that more than 90% of the screen
area is the same color. This can be useful to
sense/detect when a camera has been covered

(obscured).

Number of channels 12 channel ~

Please note that changes to the standard will
the changes and restart the server.

Video Standard PAL ~

Encoding

Network

The tabs below can be used to change the enq

Version:111.200 of updating all channels in one step. Any chan

Advanced Micro
Peripherals

Status

Encoding

Network

Version:111.200

configuration please use the System Control |

Settings have been
changed

[an[cn1|[cnz|[cnz || cns [ chs |

For changes to persist Quality: iR

The status of active channels is listed below: pleaseclise. e commi Bitrate: 1500000 ~
button on the System

- . Control page BitrateMin: 0 v
Channel 1 [7]video detected [¥]Blind Video

- i Hnteval: 0«
Channel 2 [7]video detected [¥]Blind Video

. e Brightness: 130 ~
Channel 3 [7]video detected [¥|Blind Video

e Contrast: 128 ~
Channel 5 [ Video detected [¥]Blind Video
Channel 6  [7]video detected [¥] Blind Video Saturation: 128 ~
Channel 7 [ video detected [¥]Blind Video Hue: 128 ~

Channel 9 [7]video detected [¥|Blind Video

Channel 10 [7]video detected [¥]Blind Video
Channel 11 [7]video detected [¥|Blind Video
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The Network Options page is used to configure Verson 111108 P Addrose 2.948.120)
. . us 245255 29
basic network settings. The HYDRA can also be ::'" " ——— :
configured with password information, different save
ways to pick up the time and also a process for Fitas4 b ot e o 4 RTSP 400 T
DRAE 15 COMMME B CRANDES N3 rests » s
updating the core firmware. R1$9 Port 2010
HITP Port 82490
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HYDRA Rev A.00

Multi-channel Video Streamer / Server Technical Specification

Video Input Compliance specifications

W EMC Immunity: EN61000-6-1:2007 — Generic immunity tests for

Up to 12 channel composite video input channels Information Technoloav Equioment including:
Standard CCIR601-NTSC, CCIR-PAL, 9y =quip! g

: . EN61000-4-3 RF field immunity
Software selectable brightness, contrast and saturation control. . .

> . EN61000-4-6 RF common mode immunity
1V peak-to-peak (75Q input impedance). X

. N : . EN61000-4-4 Fast transient
Video compression: MPEG-4 video compression. EN610004-2 ESD
ISO/IEC 14496-2, MPEG-4 ASP @ LEVELS.
H H 1

9 channel mode D1 size images at s frame rate. EMC Emissions: ~ EN55022: 2006 A1 (Class B) - Conducted /

12 channel mode D1 size images at % frame rate.

Programmable I-frame interval, quality level and bit rate. radiated emission tests for Information

Technology Equipment
IP Stream Latency
800ms (typ).
Based on 12 PAL channel inputs with encoding at D1 resolution, V4
frame rate at 3Mbps /channel

ISO7637-2:2004 — Electrical transient
conduction on vehicle power lines
(Pulses 1, 2a, 2b, 3a, 3b and 4)

Vehicle Immunity:

Audio Input MIL-STD-810F Test method 514, Procedure |
Voice quality mono (1Vrms) for General Vibration (Category 20: Ground
Provides Audio/Video Synchronisation vehicles)

Vibration:

Audio Compression
8bit 8KHz u-Law 64Kbps.

Ethernet Port

Thermal Shock: MIL-STD-810F Test method 503, Procedure .

Enclosure sealing:  IP54 (compliant against ingress of dust and
water spray — assuming supplied connector

IEEE802.3 10/100baseT. covers are used on un-used video/audio and
Power Ethernet ports).
9to 40v DC.

Ordering Information

Standard AMP 9/12 channel video streamer
system.

Where x and y are used to uniquely identify a
specific system configurations for the multi-
channel HYDRA system.

1.2A at 24v (typ.) or 2.0A at 12v (typ.) = 30W.

Protected against reverse voltage, over voltage and transients. HYDRA-001-001

Environment
-20°C to +50°C.
Passive cooling (no fans).

HYDRA-xxx-yyy

Physical Aspects

260mm (length), 165mm (high), 180mm (wide) (Weight : 4.05Kg)
Anodized aluminium alloy extrusion enclosure

Rubber base-plate and stainless steel fixings

End plates sealed with rubber gasket.

STANAG 2338 compliant Infrared Reflective Paint.
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