Description: Guide to setting up trends from the VCRWorX32
Configurator.

OS Requirement:Win 2000, XP Pro, Server 2003, Vista,
Server 2008, Windows 7

General Requirement: GENESIS32 version 9.x is installed on
the machine.

Introduction

VCRWorX32 is a tool that ICONICS provides for redimg and
viewing data at a later time in a real-time mannésu can
configure VCRWorX32 to play back alarms and histaki
trends. The configurator also allows you to confegalarms and
trends at the same time by selecting tags fromapl@i/orxX32
display. This document will walk you through theed of
setting up a historical trend configuration usinGRWorx32
Configurator.

Configuring TrendWorX32 Configuration

1. Open VCRWorX32 configurator frorStart - Programs
- ICONICS Tools - VCRWorX configurator .

2. Go toFile > Connect to Configurations and the Connect
to Configuration Databases window will open as shomw
Figure 1.
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Figure 1 - Connect to Configuration Databases

« None: If you want to connect to only alarms then click
on None for Trends (or vice versa).

+ New: If you want to create a new configuration, then
click on New.

« Active: If you would like to make changes to the
current active Configuration, then click on Active.

- Browse: If you already have a configuration and kdou
like to browse for it, click on the “...” button.

3. SelectNew, and specify the filename and location to save

the file. Click onConnect

4. The tree control on the top left window allows ytm
browse for your GraphWorX32 display. After selegtin
your display, all the tags in the display shouldlibed in
the right window.
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Figure 2 - Select GraphWorX32 display

5. To add the listed tags, right click and chooseeeiftdd All
Tags orAdd Selected Tags

Datasources

ICOMICS.AlarmServer_1\WCR_Pump Speed.Active
ICONICS.Alarm5Server_INVWCR_Sanitary Well. Active
ICOMNICS. AlarmServer_1\WCR_Station Flow.Active
ICOMICS.S5imulator1\GlobalVanables.GenDemo. AutoBuild
ICONICS.Simulator1\SimulatePLC.Sine
gfwsim.ramp.float
Add Selected Tags

Add All Tags

Figure 3 - Add Tags

6. After you add the tags, the tags will be visuallarked
with a different icon, indicating that they are add They
will be listed on the bottom left window.
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9. Click OK, and a create database group window vaf pp.
10. Click onNew Database Groupand the Select Data Source
window will open. You can either select an existib§N or

create a new DSN. After you are done ciigiply .

TrendWorX32 Groups Properties
o

Database Gioup Name:

Database Group

Data Source Name:

:M User name:

Password:
sme 0 8 5

Database Type: SO Server

i i ; al [ New Database Group | [ New Logging Group | Fieset
sy gt [ S — rEncs —
Figure 4 - Added Tags

Figure 7 - Configure Default Database Group

7. Youcan sele_ct all the tags at once and right clitgre you 11. Next click onNew Logging Group You can specify the
have the option set all the tags as alarms andfods at scan rate, and Start/Stop conditions. You havetatsleast
once. In this example, Add Alarms is not enablétbeswe

one group as the default group. ClickApply and Close.
connected only to a TrendWorX32 Configuration. group group Apply

TrendWorX32 Groups Properties
B Connected toTr e
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Figure 8 - Configure new Logging Group

Add Alarm
Add Trend

Remove All Alarms
Remove AllTrends.

Insert OPC Tegs.. Uit
Insert Expression... Deaband: |

s o e 12. Again, select the tags and right click to set thasrirrends.
= B — - After you add the tags as trends, they will bestisunder
Rl e the Trends tab.

Tags | Mamms | Trends

Figure 5 - Configure Tags
Tag Mame

8. When you try to Add Trends to these tags, the windo
Figure 6 will open informing you that you do notvhaa
default logging group.

£ ICOMICS. Simulatar. 145G lobaly ariables. G enl emao. AutoBuild
&4 ICOMICS. Simulator. 155 imulatePLE. Sine
E4 ghwsim.ramp.float

['veRwont32 Configurator by 1cONICS Figure 9 - Add tags as trends
I
@ okt i e ool 13. You can set the Ranges for more than one tag attine
time.
Figure 6 - Missing Default Logging Group
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APPLICATIONS NOTE

Tage | Aam | Trends| Trends |
Loohane . [ Mew |
£l ICONICS. Simulator, 14Global ariables. GenD emo. AutoBuild -
B9 ICONICS Simulator. 1%SimulatePLC. Sine: Delete
Ed afwsim.ramp float
Trend Name:
SimulatePLC.Sine
Logging Group: Groupi e
Ranges:
Hi Limit: 1000
Lo Limit o
Update ranges on start
Deadband
1] @ Absolute (0 Percent
| Aoy | | Reset

Figure 10 - Set ranges for trends

14. You can change the properties of the tags, chahge t
logging group of the tags, and modify the properté the
logging groups by clicking on the."” button.

15. You can add OPC tags by right clicking anywherettos
bottom left window in the Tags tab and the Unifiedta
Browser will open.

Tags | Alams | Trends|

Tag Mame

E9 ICOMICS. Simulator. 14 Globahfariables. GenDema.AutoB uild
B4 ICOMICS. Simulator. 14SimulatePLC. R amp

Ed ICOMICS. Simulator. 14SimulatePLC. R andom

Ed ICOMICS. Simulator. 14SimulatePLC. Sine

B4 ICOMICS. Simulatar 14SimulatePLC. S quare

4 gfvezim ramp. float

Insert OPC Tags...

Insert Expression...

Delete All Tags

Figure 11 - Add OPC tags

16. When you finish configuration, chookéde - Update
Configurations, and the Update Configuration Databases
window will open.

=l
Update Configuration Databases

I FEHWaRI Tonversion Tabig
Sethings .

This will create a conversion table for historical data replay.

Cancel

Figure 12 - Update Configuration database

17. Check VCR Conversion Table option to create a crsiop

18.

19.

file and click on the on “Settings”.button to specify the
translation table name, and the location and tdt sest
active table.

| VCRWorka2 Conversion Table

Table Mame:
C:4ProgramD atat CONICS \Esamples32i CRwonsver [

[V] Owenrite existing
Set Az Active Table

Figure 13 - Update VCR conversion table

You can overwrite the existing table, or createw table.
You can also specify the newly created table tthbe
Active Table (VCR Replay will look at the activebta).
Click on “OK” and the configuration will be uploadeYou
will get a successful message after the uploading i
complete.

In order to run your newly created configuratioauyhave
to open the TrendWorX32 Configurator frdstart >
Programs - ICONICS GENESIS32 > TrendWorX32
- TrendWorX32 Configurator . After opening the
Configurator, browse for the edited file and gd-tle >
Make Active.

NOTE: You cannot make a configuration database activa the
VCRWorX32 Configurator .
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