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Introduction to DataStore OPC Server

ICONICS

Typically SCADA/HMI projects demand a persistent storage place for a generic
pool of parameters. These parameters may be useful to control the behavior of
the system. Some examples may be to start/stop trend logging, trigger reports,
trigger scripts, enable/disable alarm tags, and so on. Other projects may have
the need for a pool of recipe parameters or just some general-purpose global
variables.

The ICONICS DataStore OPC Server 3.1 provides a standardized method for
configuring these parameters and exposing them to OPC clients. The
parameters are exposed to clients programs as standard OPC items (tags), but
the actual item values are obtained from a Microsoft Access database (*.mdb).

Key features of the DataStore OPC Server 3.1 include:
e Flexible configuration for thousands of tags.
e Tag values are persistent.
e Tags can be grouped in logical folders for manageability.
e Tags support configurable range information.
e Tags have configurable alarm conditions.
e Tag Multiplier lets you create hundreds of tags in seconds.

e Supports OPC Data Access (DA) and Alarm and Events (AE)
specifications.

e OPC XML-DA wrapper installs with DataStore OPC Server

e TraceWorX32 diagnostics support (logging data into XML file)
e Sample OPC Client

e OPC Admin Utility

The DataStore OPC Server product contains two parts: a user interface
configuration module and the actual OPC server, the runtime module.

The configuration module allows you to create a database that holds
configuration data of the tags. Such as the tag name, the ranging, and the
alarm settings. The runtime module uses a runtime database to access the
actual values of the tags configured. Structures of both databases are indicated
in the following sections.

Changes made to the configuration are accepted only after a restart of the OPC
server. However, changes made to the runtime database are accepted online.



What Is OLE for Process Control?
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OLE™ for Process Control (OPC) is a standards-based approach for
connecting data sources (e.g., PLCs, controllers, I/O devices, databases, etc.)
with HMI client applications (graphics, trending, alarming, etc.). It enhances the
interface between client and server applications by providing a universally
supported and well-documented mechanism to communicate data from a data
source to any client application. Included are not only a detailed guide on how
to pass the data, but also specific information on other attributes to supplement
those data, such as range information, data type, quality flags, and date and
time information. The figure below shows the OPC Architecture, which was
introduced by the OPC Foundation. By following the OPC Architecture, a device
needs only one standard driver, which is an OPC-compliant server. All OPC-
compliant client applications can then be connected to that device, either locally
or over a network. Furthermore, connections can be made to more than one
OPC server at the same time.
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Application Application
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OPC-Based Client-Server Architecture

Any OPC client application can connect to any OPC server. In other words,
OPC offers true Plug-and-Play capability in the fields of HMI and industrial
automation. OPC server types include OPC Data Access (DA), OPC Alarm and
Events (AE), and OPC Historical Data Access (HDA).



Installing DataStore OPC Server

This section describes the steps for installing ICONICS DataStore OPC Server.
Be sure to close any other applications before installing DataStore OPC Server.
For general guidelines and requirements for GENESIS32™ installation, please

refer to the ICONICS Getting Started user's guide.

System Requirements

To use the DataStore OPC Server, you must have the following minimum
system requirements:

233 MHz processor

64 MB RAM

100 MB disk space

8X speed CD-ROM drive

VGA video card (256 or more colors for best results)

Microsoft® Windows® 2000 with the latest service packs, Windows XP
with the latest service packs, Windows NT® 4.0 with the latest service
packs, or Windows Embedded NT and XP.

Performance will improve with higher specification hardware (faster data
updates).

Installation Procedure
The following steps detail the DataStore OPC Server installation:

ICONICS

Note: If your operating system (e.g., Windows NT) requires a login name, you
must log in with administrator capability before installing DataStore OPC

Server.

1.

2,

Before installing the software, be sure that all other applications are
closed and/or disabled.

Insert the ICONICS product CD and select DataStore OPC Server.
The Welcome screen will appear, as shown below.



ICONICS

ICONICS DataStore OPC Server 3.1 i ::-_ 5'

Welcome to the InstallShield Wizard for
ICONICS DataStore OPC Server 3.1

The Ingtalls hield® ‘wizard will install ICOMICS DataStore
QPC Server 3.1 on wour computer. To continue, click
Mt

¢ Back | Mewt » I Cancel

3.

Installation Welcome Screen

The ICONICS License Agreement dialog box will appear, as shown
below. Carefully read the ICONICS License Agreement. If you agree
with the terms and conditions, click the Yes button to continue.

ICONICS DataStore OPLC Server 3.1

License Agreement

Pleaze read the following license agreement carafully.

[rztallShield

Prezs the PAGE DOWHM key to see the rest of the agreement.

| ICOMICS LICEMSE AGREEMEMT -
YO SHOULD CAREFULLY READ THE FOLLDWING TERMS AND COMDITIONS!

Qpening and uging the enclosed software for any purpose indicates vour acceptance of
the terms and conditions of thiz icense agreement. If you do not agree with thenm you
ghould return all software, documentation and copy protection keys within zeven davs of
zhipment unopened and vour money will be refunded.

ICOMICS provides thiz program and licenzes itz uze in the United States, Puerto Rico, or LI

Do wow accept all the terms of the preceding Licenze Agreement? [F you zelect Mo, the zetup
will cloge. Tonstall ICAMICS DataStore OPC Server 3.7, pou must accept this agreement.

¢ Back ez Mo

ICONICS License Agreement
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The User Information dialog box will appear, as shown below. Type
your (the user's) name in the Name field and your company's name in
the Company field. Enter the Serial Number for installation as
provided by ICONICS. Click the Next button to continue.

ICONICS DataStore OPC Server 3.1

Customer Information

Fleaze enter pour infarmation.

Flease enter your name, the name of the company for which you work. and the product
zenial nurnber.

User Marne:

Company Mame:

Serial Murnber:

ImstallShield

¢ Back | [diERt > I Cancel

User Information Dialog Box

The Installation Destination dialog box will appear, as shown below.
The default location is "C:\Program Files\ICONICS\DataStore OPC
Server 3.1." If you wish to specify a different directory for installation,
click the Browse button and choose the appropriate installation folder.
After you have chosen a location, click the Next button to continue the
installation.

ICONICS DataStore OPC Server 3.1

Choosze Destination Location

Select folder where setup will install files.

Setup will inztall ICOMICS DataStore OPC Server 3.1 in the following folder.

To install to thiz folder, click Mest. Taoinstall ta a different folder, click Browse and select
anather folder.

C:h SICOMICSSD ataStore OPC Server 3.1 Browse. .. |

IrstallS bield

" Desgtination Folder

< Back | Mewut > I Cancel |

Choosing the Installation Location
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The Select Program Folder dialog box will appear, as shown below.
Either type the name of a new program folder in the Program Folders
field or select the program folder of your choice from the list in the
pane below. Click the Next button to continue.

ICONICS DataStore OPC Server 3.1

Select Program Folder

Please select a program folder.

Setup will add program icons to the Program Folder listed below. v'ou may twpe a new folder
name, or select one from the existing folders list. Click Hest to continue.

Frogram Folder;

ICOMICS

Exizting Falders:

ATl Multimedia Center
Dell Accessories
Internet Explarer
LazerSoft Imaging
Lavasoft Ad-aware B
Microzaft Web Publizhing

RoboHelp Office

RoboHelp Office Pro for MET Development it Ll

| mztall5hield

< Back | Mest » I Cancel |

Selecting the Program Folder

The ICONICS OPC XML-DA Wrapper dialog box will appear, as
shown below. This gives you the option on installing the OPC XML DA
(Data Access) wrapper. This provides an OPC XML DA Web service
interface as a front end to the DataStore OPC Server. If you do not
wish to install the wrapper at this time, you may install it later from the
installation CD. Click the Next button to continue.

ICONICS DataStore OPC Server 3.1

ICONICS OPC XML-DA Wrapper

Provides an OPC #ML-DA Web Service interface a3 a front-end to
the D'ataStore OPC Server 3.1,

You may ingtall <ML-DA at a later ime by running T oolz2<MLDA Wiapper
Service/Setup.exe’ from the installation CD.

& Install 3MLDA nove
Do not install 3ML-DA row

Installshield

< Back | Pent > I Cancel

OPC XML-DA Wrapper Installation



8.  After all files and components have been installed, the Setup
Complete dialog box appears, as shown in the figure below. Click the

Finish button to complete the installation. Restart your computer
before using the product.

ICONICS DataStore OPC Server 3.1 i S

InstallS hield Wizard Complete

Setup has finizhed instaling ICOMICS DataStore OPC Server
3.1 on your computer.

¥ “iew Readme File

¢ Back | Firizh I [Canzel

Setup Complete Dialog Box

ICONICS



DataStore Configurator

The ICONICS DataStore Configurator module is used to configure the data
items (tags). This configuration is stored to the configuration database
(Microsoft Access database file *.mdb). The DataStore OPC Server Runtime
module will read this database on startup and creates its Address Space
according to this database.

Starting the DataStore Configurator

ICONICS

To open the DataStore Configurator from the Windows Start menu, select
Programs > ICONICS DataStore OPC Server 3.1 > DataStore OPC
Configurator. Note that a QuickStart HTML help file is also available from this
menu, as well as a Sample OPC Client.

The Configurator screen will open, as shown in the figure below. The screen
consists of a split window with a tree control view in the left-hand pane and a
configuration view in the right-hand pane. The installation provides a default,
configured Microsoft Access database file ("SampleConfiguration.mdb") that
provides a standard format for the configuration database. The Configurator
also includes a toolbar and menus with many command functions. For a
description of the toolbar and menu functions, please see the sections below.

SampIEEunﬁguratiun.mdh - DataStore OPC Ser =10l x|

File Edit “ew Go Tools Help
O B 5 B R EEE | 7 (N0

E“g Address Space Mame | Draka bype I Fange | Range Mini. .. | Range [
=43 Boller Infa BSTR Na 0
1] Infa [B]Manual  BOOL No 0

] Setpoint  R& Yes 1]
o Sekpoint P
-- Alarm Definitions

1| | i

Ready 3 Ohject(s) I
5

DataStore Configurator Screen



Toolbar

The DataStore Configurator toolbar, shown below, contains the following
command buttons. To show or hide the toolbar, select Toolbars - Standard
Buttons from the View menu. For more information on menu functions, please
refer to the Menus section below.

New: Creates a new configuration database.

Open: Opens an existing database.

Up One Level: Moves up one level in the tree view.

Cut: Deletes current selection, sending it to the clipboard.

Copy: Copies the current selection to the clipboard.

| 0 2= [P | W O

Paste: Pastes the current contents of the clipboard.
o Large Icons: Displays items as large icons.
.2~ Small Icons: Displays items as small icons.

List: Displays items as a list.

Details: Displays items as a list with details.

Dialog View: Displays additional configuration options.
Monitor View: Displays OPC server data in a separate pane.
About: Displays information about the application.

Help: Provides context-sensitive help for displayed items.

Help Topics: Launches the online help documentation for the application.

"
?
B
(@

Menus
The menu bar of the Configurator contains the following menus:

e File

o Edit

o View

e Go

e Tools

e Help

Note: You can also access many of the menu commands by right-clicking items
in the tree control of the Configurator and selecting command functions from
the pop-up menus.

ICONICS 10



File Menu
The File menu commands are listed in the table below.

File Menu Commands

ICONICS

Command

Shortcut
Keys

Function

New

CTRL+N

Creates a new configuration
database.

Open

CTRL+O

Opens a Microsoft Access (.mdb)
or Microsoft Data Link (.udl) file,
which allows you to connect to any
OLE database source, such as a
SQL Server database.

Save As

Saves the current database under
a different name as a Microsoft
Access (.mdb) or Microsoft Data
Link (.udl) file.

Connection
Properties

Displays the current database
connection properties.

Windows
CE Export

Exports all data into an extended
.csv file. This file can then be
transferred to a Windows CE
device and used by the server
running there. This additional
export step is necessary, as
Windows CE does not support
.mdb or other database formats.

Export CSV

Exports configuration data from
your database to a text file (.txt) or
a Microsoft Excel file (.csv). You
can specify the delimiters and what
to export.

Import CSV

Imports data into your configuration
database from a text file (.txt) or a
Microsoft Excel file (.csv). You can
then specify the delimiters and
choose from the import settings.

Make Active

Makes the current database active.
If this command is not available,
then the current database is
already the active database.

Exit

Closes the application. The current
configuration database is
automatically saved.

11



Database Connection Properties

Selecting Connection Properties from the File menu opens the Database
Connection Properties dialog box, shown below, which lists the initialization
properties for the current database connection.

Database connection properties 5[

File name:

Filez\|COMICS\DrataStare OFC Server 3.1%5 ampleConfiguration. mdb

These are the initialization propertiez for curent databaze connection
[in alphabetical order):

M ame | W alue -
Data Source C:%Program File
Extended Properties

Jet OLEDEB:Compact 'without B eplica Repair Falze

Jet OLEDE:Create Systern D atabase Falze

Jet OLEDE:D atabaze Locking Mode 1

Jet OLEDEB:D atabaze Pazsward

Jet OLEDEB:Don't Copy Locale on Compact Falze

Jet OLEDE:Encrupt Databaze Falze

Jet OLEDE:Engine Type B

Jet OLEDE:Glabal Bulk Transachons 1

Jet OLEDEB:Global Partial Bulk Opz 2

Jet OLEDE:MNew Databaze Password

Jet OLEDE:Reqistry Path -
Jet OLEDE:SFF Falze

Jet OLEDB:System database

Locale |dentifier 1033 -
< | _*I_I

Praovider Wame, Yersion:
IMin:ru:usu:uft OLE DB Provider for Jet, 04,00, 8227

Cloze |

Database Connection Properties Dialog Box

ICONICS



Exporting Configuration Data to a CSV File

ICONICS

The Configurator offers the flexibility of exporting data from your configuration
database to a text (.txt) file or a Microsoft Excel (.csv) file. To export data, select
CSV Export from the File menu. You can export all data, or you can choose to
export only alarms and simulation signal data. This opens the Export
Configuration Data to File dialog box, as shown in the figure below. You can
then specify the delimiters for exporting the data. Unless you specify delimiters
in the Export Configuration Data to File dialog box, the file uses Commas as
delimiters by default. Each group contains headings and columns that provide
information about each item, such as descriptions and associated translations
and expressions. It also provides the "tree" pathway for each item. Choose the
directory to which you want to export the data from your database. In the Save
As Type field, choose the file type (.txt or .csv) that you would like to save.

21

Save in | ) DataStore OPC Server j = ¢ Ef-

File: marne: Itest | 5 ave I
Save as type: I Tewt files [F.zav) j Lancel |

Drelimiters
= Tah

f* Comma

£ Other; I_

¥
Exporting Configuration Data
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Importing Configuration Data From a CSV File

The Configurator offers the flexibility of importing data from a text (.txt) file or a
Microsoft Excel (.csv) file to your configuration database. To import data, select
CSV Import from the File menu. You can import all data, or you can choose to
import only alarms and simulation signal data. This opens the Import
Configuration Data From File dialog box, shown below. You can then specify
the delimiters and choose from the following import settings:

ICONICS

File: marne: Itest.csv Open I
Files of type: ITth files [*.cav) j Cancel |

Create new items: When the import file contains items that are not yet
in the configuration database, then it creates them. Otherwise it skips
these items.

Update existing items: When the import file contains items that are in
the configuration database, then it updates them using data from the
import file. Otherwise it skips these items.

Note: Either Create new items or Update existing items must be
selected. Otherwise there is nothing to import.

Display errors. When this item is checked, the Configurator shows a
dialog box if an error occurs, and then asks you if you want to proceed
with the import. When it is not checked, it skips all items where an error
occurred.

Insert Missing Parent Items: When the import file contains parent items
that are not yet in the configuration database, then it creates them within
the tree control structure of the database. This item is checked by
default.

2l x|

Lok, ir: I I DataStare OPC Server j s = EH-

|mpart settings Drelimiters

I¥ Create new items W Inzert Missing i~ Tab

[T Update existing items Parent ltems ' Comma

[T Display erors ™ Other: I_

Importing Configuration Data
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When you have selected a file to import, click Open. When the import is
completed, the File Import Results dialog box opens, as shown below. This
shows the import settings, including the input file name. It also provides a
summary of the import, including how many items were inserted, updated, or
rejected, and shows how many errors occurred.

File Import results x|

— Uszed Import zettings

Input file;
% |I::'\F'n:|gram Files\|COMICS\DataStare OFPC Server

Create new items
[ Update existing items

— Record Statistics

. Fead from input file: I 7o I

Inserted; (5] I—D _I
I pdated: 'ﬂ' I—U _I
Rejected: ! or @ I—?_I
Errans Decumed: ! I—D_I

File Import Results Dialog Box

Click the ... button to the right of each field to get the details view of the import

results, as shown in the figure below. This view shows the specific items that
were inserted, updated, or rejected, as well as a description of any errors that
occurred.

15



File Import results - detail view x|

Line # | Itern Location | [term Marmne | Actior =
HFolders1 ;
2 Header ztring
MAddrezs Space Bailer Rejec
HFoldersZ;
Header ztring
#Folders3;
Header ztring
HFoldersd;
Header ztring
HFoldersh;

Header ztring il
1| | Y

Error Description:

— = 0 00 O W

— O

File Import Results Details

Activating the Database

Once your configuration is complete, you need to make sure that it is the active
database. The database that is currently active is the one that the server uses.
To make the current database active, select Make Active from the File menu.
A dialog box appears showing both the current active database and database
that is currently being edited, as shown in the figure below. To set the edited
database as the active database, click the Yes button. Next time the server
goes into runtime, it will use this active database for all of its operations.

DatastoreOPCConfigurator ﬂ

& . Current ackive database is:
._:(J 'CiiProgram Files\ICONICS Datastore OPC Server 3, 115ampleConfiguration. mdb',
Active database is the database that the server will load when started,

Currently edited database is:
'CiiDacurnents and SettingsiRattiesi iy DocumentsiDakaStare OPC Serveritest,mdb',

Co wou want to set edited database as active database 7

Yes Mo

Activating the Database

ICONICS 16



Edit Menu

ICONICS

The Edit menu commands are listed in the table below.

Edit Menu Commands

Command Shortcut Function
Keys

New Creates a new item depending on
what is selected in the tree control.

Rename CTRL+R Renames the selected item.

Multiply CTRL+M Opens the Multiply Item dialog box,
which allows you to duplicate the
selected item in the tree control.

Delete CTRL+DEL Deletes the selected object.

Cut CTRL+X Cuts the selected object from the
view and places it on the clipboard.

Copy CTRL+C Copies the selected object to the
clipboard.

Paste CTRL+V Pastes the last object placed on the
clipboard.

Select All CTRL+A Selects all objects in a list. The
selection is shown in the upper-
right-hand section of the viewer.

Invert Unselects all selected items and

Selection selects all unselected items.

17



Multiplying Items

The Configurator allows you to multiply items in the tree control. Multiplication
provides a simple way of developing configurations where there are many
similar items in a given category. To multiply an item:

1.
2,

ICONICS

Select the item in the tree control that you wish to multiply.

Either right-click the item and select Multiply from the pop-up menu, or
select Multiply from the Edit menu. This opens the Multiply Item dialog box,
shown below.

X
Firgt rumber; |1
Murneric places: |3 3: Cancel |
Mumber of items |3 3:

Basze text: IM anual

[tern name:

WAddress SpacehBailerhhd anual

Multiply Item Dialog Box

When the items are multiplied, they are all given a base name followed by a
number. The default base text is the name of the item selected for
multiplication. To modify the base text, change the Base Text field
appropriately.

In the First Number field, specify the number to appear next to the first
multiplied item.
In the Number of Items field, specify how many items you wish to create.

In the Numeric Places field, specify the minimum length of each number to
append. Values that take up less space than the specified amount of numeric
places will have zeros before the number.

If you want to multiply all subfolders as well, check the Including Subtree
check box.

Click the OK button to do the multiplication. The example configuration
shown in the Multiply Item dialog box above creates three new items with
the following names:

e Manual001
e Manual002
e Manual003

18



View Menu
The View menu commands are listed in the table below.

ICONICS

View Menu Commands

Command Shortcut Function
Keys

Toolbar Shows/hides the Configurator
toolbar buttons.

Status Bar Toggles the status bar at the bottom
of the Configurator window.

Large Icons F7 Displays items as large icons.

Small Icons F8 Displays items as small icons.

List F9 Displays items as a list.

Details F10 Displays items as a list along with
detailed information about the
configuration of each item.

Dialog View F11 Toggles the configuration window
(right-hand pane).

Monitor F12 Displays OPC server data in a

View separate pane.

Sort By Displays a list of options for sorting
the columns in the right-hand pane
of the screen. The options listed
depend on the level within the view.

Show/Hide Displays a list of options that you

Columns can choose to show or hide in the
view.

Select Opens the Select Language dialog

Language box. Choose the language you wish
to use for your system and click OK.
For navigation purposes, use the
buttons and check boxes in the List
section.

Global F5 Refreshes the data for the entire

Refresh Configurator screen.

Subtree CTRL+F5 Refreshes only the data contained in

Refresh the currently selected subtree.

19



Selecting Languages

The Select Language function on the View menu allows you to choose which
language to use in your display. Choosing Select Language from the View
menu opens the Select Language dialog box, shown in the figure below.

Note: A language resource .dll is required for language switching.

x|
English - Australia ;I ~ Ligt
Englizh - Belize n .
Englizh - Canada " Englsh
Englizh - Caribbean J i Localized
Englizh - Ireland
Englizh - Jamaica i Mative
Engligh - Mew Zealand
Englizh - Bepublic of the Philippin
Englizh - South Afrca ¥ Installed Locales Only
Englizh - Trinidad v Tobago ;
English - Urited Kingdom I™ Available Language
izh - United States Translations Only
Enaiish - Zimbabwe hd
Qk I Cancel | Help

Select Language Dialog Box

Define the parameters listed in the table below. Then click OK to return to
the work area.

Select Language Parameters

Parameter Description

List Lists available languages. Depending on
which item you have selected, the view on
the left will change. If English is checked,
the languages will appear as their English
name. If Localized is checked, the
languages will appear with the native country
in parentheses (for languages with several
dialects only). When Native is checked, the
languages are displayed the way they would
be written in that language.

Installed Locales Only If this is checked, local languages appear in
the box.

Available Language Checking this box allows you to choose from

Translations Only available language translations only.

ICONICS 20



Go Menu

The Go menu commands are listed in the table below.

Go Menu Commands

Command Shortcut Function
Keys

Up One Moves the cursor up one level in the

Level tree control.

Next Item ALT+Down Moves the cursor to the next visible

Arrow item in the tree control.

Previous ALT+Up Moves the cursor to the previous

ltem Arrow visible item in the tree control.

Expand ALT+Left Expands an item that contains a

ltem Arrow submenu.

Collapse ALT+Right Collapses an item that contains a

Item Arrow submenu.

Page Up ALT+PgUp Moves the cursor up to the first item
in the tree.

Page Down ALT+PgDown Moves the cursor down to the last
visible item in the tree.

Home ALT+Home Moves the cursor up to the first item
in the tree.

End ALT+End Moves the cursor down to the last
visible item in the tree.

Next Pane F6 Moves the cursor to the next pane in
the window.

Previous SHIFT+F6 Moves the cursor to the last pane

Pane used.

Tools Menu

ICONICS

The Tools menu is used to launch the Options dialog box, which is described
in the section below.

21



Help Menu

The Help menu commands are listed in the table below.

Help Menu Commands

Command Shortcut Keys Function

Help Topics F1 Launches the online Help for the
Configurator.

What's SHIFT+F1 Displays context-sensitive help for

This? the selected item.

About Launches the About Box, which

Application contains information about the
product version number and
copyright.

Creating a New Configuration
You must first create a database in which your configuration can be stored:

1. From the Windows Start menu, select Programs > ICONICS DataStore
OPC Server 3.1 > DataStore OPC Configurator.

2. This opens the Configurator, as shown in the figure below. The screen
consists of a split window with a tree control view in the left-hand pane and a
configuration view in the right-hand pane. The Configurator provides a
standard format for the configuration database, as well as a sample (default)
configuration project. The Configurator also includes a toolbar and menus
with many command functions.

Samplel:nnfiguratiun.mdh - DataStore OPC Ser =10l x|

File Edit %ew Go Tools Help

0@ E] 4Bl EEzEa 2 (20

El"g Address Space Mame | Drata t':.fpel Range | Range Mini. .. | Range [
=43 Boler Info BSTR No 0
1] Infa [BiManual  BOOL Mo 0

Setpaint A& Yes 0

-- &larm Definitions

« | 2

Ready 3 Cbjeck{s) I
A

Configurator Screen

3. The Configurator uses Microsoft Access configuration databases. To create
a new configuration database in the Configurator: Select New from the File
menu, as shown in the figure below.

ICONICS 22
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SampIEEunfigural:iun.mdh - Datast

File Edit W“iew Go Tools Help

QpEr, ., % Chr+i

Save fs.,,
Connection Propetties. ..

Windows CE Expart, ..
Expork C5Y
Irnpoark C5Y k

[Make fctive, ..

1 SampleConfiguration, mdb
2 SampleConfigurationz, mdb

Exit
Creating a Configuration Database

In the Save New Database dialog box, select the database type from the
Save As Type drop-down list, as shown in the figure below. Browse for the
target directory, give the file a name, and then click the Save button.

Save New MS Access Database 7] x|

Save in; Il.f,\ DataStore OPC Server j E ¢ ER-

! test.mdb

File narne: Itest.mdl:l Save I
Save as type; IMiu:ru:usu:uft Acces: Databazes [.mdb) j Cancel |
A

Saving the New Configuration Database
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Address Space

The Address Space tree control in the Configurator, shown in the figure below,
sets the properties and connection parameters for data items.

Data items can be organized hierarchically. It is similar to organizing directories
and files on your computer's hard disk. The Simulator OPC Server offers
several levels of hierarchy. The Configurator module uses the terms Folder and
Data Item. A folder can contain additional folders and also data items. The
data items are always the branches in the tree control hierarchy.

The hierarchical structure of the folders and data items helps to organize the
tags, as shown in the figure below.

Eunl"iguratiun.mdh - DataStore OPC Server Configurator -0 x|

File Edit Wiew Go Tools Help
[) & | 8| % Bz B %o EE | B
EI’% = Snace Mame | Data bype | Range
EI[:l Systemn_A [ dSystem_a
=11 Device_a1 C5vskem_B
- @-[2] Object_al1 [5ystem_C

&+ Object_a1z
-] Object_A13

e I:l Device_AZ

[—]I:l Syskem_E

e I:l Device_B1

EII:l Syskem_C

------ I:l Device_1
[+-{au] Alarm Definitions

KN i

Ready |3 Object(s) | UM | v

Hierarchical Structure

Folders

Folders can be used to group items logically. You can configure as many
folders as required. Each folder can even have subfolders. The Simulator OPC
Server supports up to a maximum of five folder levels. The use of folders is not
required.

If desirable, the configuration could just contain data items without any folders.
But most likely this will only be useful if the application does not demand too
many persistent tags.
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Data Items

A Data Item represents data received or sent by the OPC Server. Data items
are the most important in the configuration. Every folder can contain a virtually
unlimited amount of data items. You can freely configure the properties of the
data item.

The actual OPC item name (tag) is compounded from the Address Space root,
the names of the folder and its subfolders, and the name of the data item. Data
items can be located in any folder, even in the root of the address space.

Data items have the following properties:

Name: A logical name for the data item (Setpoint, Param001, ON_OFF,
etc).

Data Type: The type of data it will expose to OPC Clients: 14 (integer
number), R8 (double precision float ), BOOL (True/False) and Text.

Description: A descriptive comment for the data item.
Range: Flag indicating if ranges are defined for the data item.

Minimum: Range minimum value; valid only for R8 (double float) data
type.

Maximum: Range maximum value; valid only for R8 (double float) data
type.

Read: Flag to enable/disable read operations.
Write: Flag to enable/disable write operations.

Alarms: Flag indicating if alarms need to be checked for the data item.

Message Prefix: Message prefix will be used as part of the alarm
message.

Eonfiguration.mdb - DataStore OPC Server Configurator o =] 3]
File Edit YWiew Go Tools Help
s EEEEE =
EI’g Address Space .
El[:I System_f M ame: |Item_A1‘I_Temperature
E|[:| Device_Al
. B[ object_at1
[:I__ et Data Type Rarge Access Right:
-
- K Mirimum |0 V' Bead
+ RS -
] '
3 Object_a12  BOOL Maximum 100 ' wite
- [0 object_a13 " Tewtual
L] Device_az
=0 System_B Description;
- |_1 Device_B1 I
E|[:| System_C
-3 D?\‘:ic.e—q Generate Alarms
[#-{@a] Alarm Definitions -
Mess. prefis IF'lefn-:
Lirnit &larm; IDefauIt Uit e Defin =] - Digital Alam: |<Not Assigneds Il
Apply I Beset | Add Mew | Additional properties...
KN [ 3 | K3 | 2
Ready UM v

ICONICS

Item_A11_Temperature Under the Object_A11 Folder
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Ennfiguratinn.mdh - DataStore OPC Server Configurator =10 x|
File Edit Wiew Go Tools Help
| [ MName S | Daka k pel Range | Range... | Rang... | Acce:
- [ 5ystem_a
L:_ID Dievice_A41 [:IS:stem_B
=20 Ohject_a11 [:ISystem_C
trem_ALL_Humic ) /5 e _sooL BOGL Mo a 100 Read
4 itzx-iﬂ-?;e;; [ Ttem_14 14 Mo 0 100 Read
4 Object_1z [ Item_Rs RS Mo 0 100 Read
23 Object:.ﬂ.lS [ 1tem_raa Ra Yes 20 120 Read
Alarmn Item_Text B3TR M a 100 Read
DeviceType
----- Location
----- ([ Device_az
----- SystemTvpe
-2 System B
-2 Swstem_C
-] Ttem_BOOL
-|f4] Ttem_I4
{4 Ttem_R&
-[#4] Ttem_R8a -
,-._ Ttem_Text -
| | _'|_I 1 | i
Ready |2 Objectis) I_IWI_ v

ICONICS

Data Items at Various Levels of Hierarchy

When creating data items, you can choose between four basic types: 14 integer
(4 bytes), R8 float (8-byte doubles), BOOL, and String. The high/low range can

be set for floating point (R8) data items. By default, the low range is set to 0 and
the high range to 100.

Except for textual tags (strings), you can set appropriate alarms for data items
from the alarm definitions. You can also add custom alarm definitions, which
can be assigned to data items.

Clicking the Additional properties button opens the Additional Properties
dialog box, shown below, which allows you to set a textual string for an
Open/Close label, a Default display, a .bmp file, an HTML file, a sound file, and
an .avi file. These properties are also accessible for OPC Data Access clients.
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Data Item - Additional Properties X|

Cloze label: Iﬁ Open label: IEIn

ELI initz: IEu:untru:uI

Drefault dizplay: IBDiIer Detail GDF _I
EMP file: [Boiler Drawing.brp [
HT kL filex: Iwww.icnnics.cum _I
Sound file: IEDilerInfD.wav _I
£ file: [Boilerinio. avi [

s I Cancel

ICONICS

Additional Properties Dialog Box

For example, to see the HTML file name being presented in the OPC client, you
should append .HTMLFile to the OPC Item name. The following properties are
accessible:

DataType, Value, Quality, Timestamp, AccessRights, ScanRate, EUUnits,
Description, HighEU, LowEU, DefDisplay, BMPFile, SoundFile, HTMLFile,
AVIFile, Name.

Example tags:
ICONICS.DataStoreOPCDA.2\Boiler.Temperature001
ICONICS.DataStoreOPCDA.2\Boiler.Temperature001.HTMLFile
ICONICS.DataStoreOPCDA.2\Boiler.Temperature001.EUUnits

Check the Generate Alarms check box, as shown below, to make the server
generate alarms based on the data item value. The Message Prefix parameter
is the text of the message for this data item; it will be followed by the text
configured for a particular alarm type. The second part of the alarm message
will contain Message Body string (see Alarm Definitions). The server allows
having any number of Alarm Definitions (templates) predefined. You can then
combine one of them with the specific tags.
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Etunﬁguratiun.mdb - DataStore OPC Server Configurator
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ICONICS

Optionally Set Alarm Checking for the Data Iltem
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Example Tag Configuration

To configure tags, use the following steps:

10.

1.
12,

Start the DataStore Configurator.

Select New from the File menu, and specify a name for the configuration: for example
myProject.mdb.

Select the Save button, and the configuration file will be created.

Right-click on the Address Space in the tree control, and select New > Folder from the
pop-up menu.

Specify a name for the folder (for instance, Boiler), and click the Apply button.

Right-click on the folder Boiler in the left pane, and select New > Data Item from the
pop-up menu.

Specify a name for the item (for instance, Maintenance).
a. Setthe Data Type to BOOL.

b. Type a description: to allow putting the boiler in maintenance, and then
click the Apply button.

Right-click on the folder Boiler in the left pane, and select New > Data Item.
Specify a name for the item (for instance, InfoField).
a. Setthe Data Type to Textual.

b. Type a description: to allow the operator to write some information and
click the Apply button.

Select Make Active from the File menu. The menu entry should be grayed out the next
time.

Select Exit from the File menu to close the Configurator.
OPC clients can now browse to the OPC server and access the values.
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Alarm Definitions

Alarm definitions are divided into two alarm template types: Digital alarm
definitions and Limit (analog) alarm definitions. Digital alarms can be defined
for Logical data items, while Limit alarms can be defined for Numeric data
types. Alarms cannot be defined for Textual data items. Default alarm
definitions are provided in the sample database.

Limit Alarms

To create a new limit alarm definition, right-click the Alarm Definitions folder
on the tree control of the Configurator screen and select New - Limit Alarm
Definition from the pop-up menu.

A limit alarm sets the values for four levels of alarms: LoLo, Lo, Hi, and HiHi.
Limit alarm parameters can have subranges within the data item amplitude.
Every subrange definition includes a Message Body that will be appended to
the alarm message, the Severity of the alarm, and the Req. Ack. flag for alarm
acknowledgement.

Deadband prevents the server from generating a huge amount of alarm
messages and overloading the clients when the signal oscillates around one of
the limits specified. The deadband value extends the limit zone. It results in
sending only one alarm message even if the signal oscillates.

a} Harne: IDefauIt Lirnit Alarm Definition

Lirnit: Y alue: tessage Body: Severty.  Req. Ack:
WV HHi | 100 [HiHi Level Alarr | &0 W
VoH 90 [Hi Level Alam | sm
[ Retun to nomal IHeturn to Mormnal

Vo | 10 |Lo Level Alam | s W
I Lolo | 0 |LoLo Level Alarm | &0 WM

Update rate: I A000 0 mz Deadband: I 1

— Limit alarm definition

| Spply I Beset | Add Mew

ICONICS

Limit Alarm Definition
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Digital Alarms

A digital alarm sets an alarm if the comparison between the Alarm State Value
and the input state is TRUE. To create a new digital alarm definition, right-click
the Alarm Definitions folder on the tree control of the Configurator screen and
select New - Digital Alarm Definition from the pop-up menu. The default
digital alarm definition is shown below.

The Update Rate parameter defines the frequency of checking the data item
value, and possibly responding with sending the alarm message. You can
request the alarm when the value equals TRUE or FALSE, define the Message
Body that carries the information, and set the Severity, which is the alarm
message importance. The severity value ranges from 0 to 1000. Checking
Return to normal will generate a separate alarm message when the data item
gains the opposite value. Checking the Req. Ack. check box tells the client that
the alarm requires an acknowledgement. Then the alarm message can be not
only sent but also acknowledged.

@J Hame: IDefauItDigitaI Alarm Drefinition

Update rate: I 2000 ms

— Digital alarm definition

¥ Enable
W alle: Mezzage Bady: Severity: Req. Ack.:
[ True (1) | |Digital &larm 500 v

[ Betum ta nomal IHeturn ko Marmal

Spply I Heset | Add Hew

ICONICS

Digital Alarm Definition
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Options

Selecting Options from the Tools menu opens the Options dialog box. The
General tab of the Options dialog box, shown below, contains the following
options:

e Save regional settings in registry: Checking this option allows you to
save regional settings in the registry so that they are applied each time
you start the configuration application. This applies to the language
settings as well as time and date settings.

o Automatically apply changes when selection is changed: Checking
this option allows changes to the configuration database to be saved
each time you switch dialogs without clicking on the Apply button or
being shown a message asking if you would like to apply changes.

¢ Enable hover selection: Checking this option allows you to highlight an
item by moving the mouse pointer over that item and keeping it there for
a specified amount of time (in milliseconds).

o OPC Monitoring Update Rate: This specifies the update frequency (in
milliseconds) of the items in the Monitor View. The monitor scans the
server and displays the tag values at the bottom of the Configurator
screen.

options x|

General I

—Wiorkzpace settingz
v Save regional zettings in registy

[ Automatically apply changes when zelection iz changed

¥ Enable hover selection. Hower Time: I a00 [ms]

— Monitor view settings

Ipdate Fiate: 500 [ms]

] I Cancel |

Options Dialog Box
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OPC Server Runtime Module

The runtime module of the OPC Server gets started by the operating system
when an OPC client tries to create an instance of the server. Upon startup, the
server loads the currently active configuration created with the OPC Server
Configurator. Runtime mode makes accessible items defined in the active
configuration database. Also, some new items are created automatically
(depending on the type).

The DataStore OPC Server is the actual runtime module. The DataStore OPC
Server is responsible for accessing the data on the OPC clients' requests. The
OPC server has no user interface. It will be started automatically when the OPC
client connects to the server.

The runtime module operates directly with the database. Read and write
operations are performed directly with no intermediate cache level. It has the
effect that every client works with accurate data. In normal situations, the data
in the database will be accessed (read/write) by OPC clients. However, the data
are stored in a standard database, and other software applications can
manipulate its data as well through programming techniques such as
Microsoft's ADO (ActiveX Data Objects) or OLE DB. The DataStore OPC
Server refreshes (with a configurable delay) its tags in order to inform the OPC
clients of changes through some external application.

One of the basic concepts of the DataStore OPC server is that monitored data
are relatively stable in time. By default, the runtime database is located in the
same directory in which the DataStoreOPCRuntime.exe module resides. The
database is called by default DataStoreOPCRuntime.mdb. However, you can
define a specific location for the runtime database with the use of a registry key.

Note: Please ensure that the runtime database exists prior to connecting
OPC clients to the OPC server.

Minimum Update Rate Settings

The server updates the tag values periodically (MinUpdateRate). In normal
cases, this setting is not important since all OPC clients access the data
through the DataStore OPC Server and all clients will always see the most
recent values. But, in some cases when there may be a third-party application
writing to the database directly, you may want to change this setting. The
registry setting MinUpdateRate is set by default to 600 seconds (10 minutes). It
may take 10 minutes, worst case, before the OPC clients will see the new
values.

This value can be redefined in the registry key:

Key: "HKLM\Software\ICONICS\DataStore OPC-DA Server and DataStore
OPC-AE Server\Configuration"

KeyValue: "MinUpdateRate" - OPCMinUpdateRate interval in seconds (value
must be greater or equal to 1 to take effect)

Type: REG_DWORD
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Active Configuration Database File Setting

The runtime module loads its configuration from the active configuration
database. The Configurator sets this setting by the Make Active command on
the File menu of the Simulator Configurator.

This value can be manually redefined in the registry key:

Key: "HKLM\Software\ICONICS\DataStore OPC-DA Server and DataStore
OPC-AE Server\Configuration"

KeyValue: "FileName" = Full path and name of the active configuration
database

Type: REG_SZ

Runtime Database File Setting

As mentioned before, the default location and name of the runtime database
are in the runtime.exe module directory; the database has the same name with
the .mdb extension. You can change this default setting by creating and setting
this registry key:

Key: "HKLM\Software\ICONICS\DataStore OPC-DA Server and DataStore
OPC-AE Server\Configuration"

KeyValue: "RuntimeDBName" = Full path and name of runtime database *.mdb
file

Type: REG_SZ

Structure of the Runtime Database

ICONICS

The runtime database contains one table, named RuntimeDatabase, with the
following fields:

¢ Name: Unique name for the data item, identifying the OPC ltem in the
address space.

o DataType: The data type of the item's value: 14 integer, R8 double,
VT_BSTR String, VT_BOOL.

e Value_VT_l4: Value filled for VT_l4 data item.

e Value_VT_RS: Value filled for VT_RS8 data item.

e Value_VT_BOOL.: Value filled for VT_BOOL data item.
e Value_VT_BSTR: Value filled for VT_BSTR data item.

In general, you do not need to understand the structure of the database, nor its
actual values. Only in projects where you want to modify the runtime database
externally through, for example VB or C++ programs, is a good understanding

of the structure required.

34



Name fields (name of the entry) looks like the following:

"WSystem_A\Device_A1\Object A11\Item_A11_Temperature" for level-3 folder
data item, or

"\System_A\SystemType" for level-1 folder data item, or

"\Item_I4" for data item located directly in the root of address space.

That should correspond with structure displayed in the Configurator.

When the runtime module first starts, the runtime database is empty. The
database will be filled with values when OPC clients start to write new values to
the OPC server. The OPC server offers browse functionality for clients. As
clients subscribe to items, the OPC server reads and writes the item values
from/to the runtime database. If the database is modified externally, the server
will detect this change on next update (see update rate above) and notify clients
of the changed value.

The following figure shows an example runtime database table opened in
Microsoft Access.

EMicrosoltAccess =10l x|
| Ble Edt Yew Ineet Formet Records Took Window Hel
& RuntimeDatabase : Table . N =10 x|
Hame DataType |Value WT 4| Value VT _RB \fallna_'H'T_IIDanlun_\FT_B‘STH-
| [Whem_BOOL 11 0 0 2]
| |ttem_l4 3 1445 0 =]
| [Wtem_RE 5 0 12,335 O
| [Whtem R8s 5 0 15.77 O
| |"WHem_Text B 0 0 a This is a text iter
| |WSystermAWDewice_ATWAlarm 1 a a =]
| |WEystemADewice_AlDeviceType 3 5 a a
| |WSystemAWewce Al\Location g8 u} a O Main Bulding, 2.
| |WEystemADewce_ATWbject A11Weam_AT1_Hurmidity 5 a == =]
| |WSystemAWDevice_A1VWbject_A11\Mem_A11_Pressure 5 i} 1014.15 O
| |WSystemADevice_A1Wbject_A11%Hem_AI1_Temparature 5 a 854 O
| |WSystermAWDevice A1VObect A10bject_A12 5 a 3 O
|| WEystemADevice_A1Wbject Al13WMem_A13_All 5 a 1556 a
| |WSystem&iSystemType 3 12 1] EJ |
Record: M| 4 [T 15 o |safee] of 15
Datashiet view W[
Example of the Runtime Database Table
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Monitor View

The Configurator includes a runtime monitor for viewing server data. To change
to the monitor view, select Monitor View from the View menu. The runtime
monitor appears in the bottom pane of the Configurator screen, as shown in the
figure below. During runtime, the monitor scans the server and displays the tag
values and other statistics such as date, time, and quality.

Monitoring is enabled for each item with a check mark next to it. To
enable/disable monitoring for an item, you can click on the box to the left of the
item. A check mark inside the box means the item is enabled for monitoring. If
there is no check mark, then the item is disabled.

San1p|e|:unfiguratiun.n1dh - DataStore OPC Server Co o [m] 3|
File Edit Yiew Go Tools Help
D& & & BB % =2 ler| 7 (02 3
E|°g Address Space Mame ¢ | Daka bype I Range I Range Mini... | Range Maxi. .. I [
B3 Bl (A 1rfo BSTR Mo i 1o R
B {@a] Alarm Definitions [ manual  BOGL No 0 R
Setpu:uint R Wes 0 1000 R
| | i
Item ID | Walue | Timestamp | Qualicy | Subgquality
Boiler.Info "Boiler operates very ef,..  10/09/03 11:01;30.740 Good Mon-specif
[¥l Bailer Manual | 1 (vT_BOOL) 10409703 11:01:30.750 aood Mon-specif
[# Boiler. Setpoint | 50,5 (WT_R&) 1009703 11:01:30,740 ood Mon-specif
| | i
Ready |3 Object(s) U | 4

Runtime Monitor View

Setting the Monitor View Refresh Rate

To set the OPC Monitoring Update Rate (in milliseconds), select Options
from the Tools menu and click on the General tab of the Options dialog box,
as shown in the figure below.

options x|

General I

—WwWiorkzpace settingz
¥ Save regional settings in registy
[T Automatically apply changes when selection is changed

[ Enable hover selection. Hover Time: I 500 [msz]

— Monitor view sethings

IJpdate Fate: I 500 [ms]
0K I Cancel |

Options Dialog Box: General Tab
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Enable Monitoring

Monitoring is enabled for each item with a check mark next to it. To
enable/disable monitoring for an item, you can click on the box to the left of the
item. A check mark inside the box means the item is enabled for monitoring. If
there is no check mark, then the item is disabled. To enable monitoring for an
unchecked item in the monitor view, you can also right-click on the item and
select Enable Monitoring from the pop-up menu, as shown in the figure below.

Item (] | Yalue | Tlmestamp | Cualits

I BIZII|Er Mar 1IZI,|'IZI'SI,|'I33 11:01:30,750 Good

] Eriler. 5ety Disable Manitating 10/09)03 11:01:30.740  Good
I Select all |

Enable monikar Invert Selection |3 Chijeck(s] |_

Enabling Monitoring for an Item

Disable Monitoring

Monitoring is enabled for each item with a check mark next to it. To
enable/disable monitoring for an item, you can click on the box to the left of the
item. A check mark inside the box means the item is enabled for monitoring. If
there is no check mark, then the item is disabled. To disable monitoring for a
checked item in the monitor view, you can also right-click on the item and select
Disable Monitoring from the pop-up menu, as shown in the figure below.

Item ID | Walue | Timeskamp
Boiler. Info
B IH' ' g | 1(yT_BOOL Enable Monitoring

mter Manga = Disable Monitoring

Boiler.Setpaint | 80,5 (WT_RE
7 | Select Al
Invert Selection
Disahle Monitaring For selected itemmr mrediect(s)

Disabling Monitoring for an Item

Sample OPC Client

ICONICS

The Sample OPC Client is used as a test case to debug servers and
demonstrate some of the OPC capabilities. To open the Sample OPC Client
from the Windows Start menu, select Programs > ICONICS DataStore OPC
Server 3.1 > Sample OPC Client. This opens the screen for the sample client,

as shown below.

il
File ©OPC  \View Help

e e R

Tag I Value

1| | i
Ready A

Sample OPC Client Screen
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ICONICS

From the OPC menu, select Connect. The Select OPC Server dialog box
appears showing all registered OPC servers, as shown below.

Select "ICONICS.DataStoreOPCDA" and click OK. This connects the OPC
client to the DataStore OPC Server.

x
ICONICS AlarmServer QK I
ICOMICS.DataStoredPCOA,

ICOMICS . DataStoreDPCDA. 2 4'
ICONICS Datawordaz Cancel
[COMICS. Simulator

[COMICS. SimulatorOPCDA
[COMICS SimulatorOPCDA. 2

[~ Usge OPC 1.0a Interfaces

Select OPC Server Dialog Box

From the OPC menu, choose Server Status to view the DataStore OPC server
status dialog box, shown below. The server status dialog box continuously
updates the server start time, the time of last update, the current time, the
number of groups, and the bandwidth for the selected server. Use this window
to verify that the server is running and is connected to the OPC client. Click OK
to close the server status dialog box.

ICONICS Datastore OPC-DA SErver an ﬂ
OPC Data Access Wersion: |2_|:| 0. I

Time

Start IEIHEHEEIEH 3:39:20 PM

Last IND updates
Current IEIHEHEEIEH 239:29 P

The zerver iz running

Groups I'I
B andwidth ID A

Server Status Dialog Box

From the OPC menu, choose Add Item. The Add Item dialog box will appear,
as shown in the figure below. The Add Item dialog box displays the devices,
groups, and tags defined in the current server configuration. These are filtered
by expression “*” and by data type. You can enter an access path, type, or
select an item name, and choose the data type in which you want to view the
requested tag.
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x
Access Path I 0k, I

Item Mame IBDiIer.Setpoint Cancel
Browse items: Filter: I"
..... Boiler Info
anual

Setpaoint

—Data Type
* Use native type " Long
™ Eool " Double
™ Shart ™ String

Add Item Dialog Box

In the Browse Items list, select the device, group, and tag. The full name
appears in the ltem Name field. For example, "Boiler.Setpoint" is selected in
the figure above. Click OK. The item appears as a Tag in the OPC Client
window with updating data values, as shown below. You can add more tags by

repeating the steps described above.
ﬂIEDNIES.DatEStDrEDPEDA - ICONICS Sample OPC = |I:I|i|
File ©OPC  ‘iew Help

%% |y 2[5 W 2

Tag
Boiler, Setpoink

| Yalue I
80,5

Ready

OPC Data Item in OPC Sample Client Window

From the OPC menu, choose Group Parameters. This command displays the
parameters of the group of tags.
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Group Parameters

W lGroup one QK.
|lpdate Rate I'I aa m3ec Cancel

Active W
Deadband 0 %ZFS Apply
Time Biaz 360

LCID

T
dudh

Group Parameters for the Selected Server

The Update Rate determines how fast data are sent to the client (in
milliseconds). The Active state (checked) initiates active communications
between the client and the server. You can change the Active state or the
Update Rate, for example, and click Apply to send changes to the server. If the
group is not active, data are not sent to the client. You can choose to
Disconnect from the OPC menu to restore all selections and to disconnect
from the server.

While a client is connected to a server, you cannot exit the server or open new
configurations in the server. You can modify the existing server configuration
while client(s) are connected; however, you cannot delete any device or tag in
use. For example, you can take a device offline or change a tag’s scaling
values without shutting down a client that may be controlling many devices.

Start another instance of the OPC client and make the same server connection
as those defined in the first client instance. You can add items, change the
group update rate and active states, and view the server status in each
instance of the OPC clients independently of the other instances. For example,
the number of groups is "1" in each client because each one only has one

group.

The only way that one client affects another is through data and data changes.
Make sure both clients are showing the same tag.

To write a value to an item or tag, highlight a tag in the client and choose Write
Value to Item from the OPC menu. This allows you to write a value for the data
item, as shown in the figure below. Enter a numeric value and click OK. The
client displays the new value at the update rate defined above. The client writes
the value typed in the Write Item Value dialog box to the correct item in the
Group object. The method of writing data is determined by the Asynchronous
check box. When data are written synchronously, the call to the server blocks
until the operation has completed, which may take a long time. When data are
written asynchronously, the call to the server returns quickly and the operation
is carried out on another thread. When the write has finished, the client’s advise
interface is notified with the results.

Note: A client defined with a very slow update rate does not receive the value
immediately.
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x
|I ok, |

™ Asynchronou: Cancel

Writing a Value to a Data Item

How the Client Connects to and Gets Data From a Server

When OPC servers are installed on the system, they are registered so that
clients can find them and users can view them in a list. To make a client/server
connection, the user must first choose a server. The server name selected is
used to get a class ID which, in turn, is used to create a COM object. If the user
selects a server that is not currently running, the system starts the server and
then creates the object in that server on behalf of the client.

Once the COM object is created, the client application has an IOPCServer
interface, as defined in the OPC specification. This is the main interface to an
OPC server, and this document refers to this as the Server interface. (The other
interface is Group.) An OPC client always creates a group in the server and
registers an advise interface with it to get asynchronous data notification.

When an item is added, the dialog displays either a hierarchy or a flat list of
names, depending on the server. The names are queried from the Server
object using the filter string and requested data type. When the user either
types or selects a name, an item by that name is added to the Group object.
This item is also read immediately to get an initial value.

Items in a group are scanned by the server; when their values change, the
advise interface in the client is notified. A data structure containing the data for
each item whose value or quality has changed (and only those items) is passed
to the client’s advise interface. The client unpacks and uses the data.

Server Status and Group Parameters

The Server Status dialog periodically queries the Server object for status and
displays the results. The Group Parameters dialog box queries the group state
and displays the results. The OK button and Apply button in the Group
Parameters dialog box write the parameters from the dialog to the Group
object and read the parameters back. This primarily controls the scanning and
updating of data. When a group is inactive, it does not send data notifications to
the client and, typically there is no reason to scan the items when the group is
inactive. The Update Rate in the Group Parameters dialog box specifies the
rate at which data notifications should be sent back to the client, assuming that
data have changed. This is also the rate at which items are scanned on behalf
of this client.

Disconnecting the Client from the Server

ICONICS

You can disconnect from the selected server by choosing Disconnect from the
OPC menu. The Disconnect command unregisters the advise interface,
releases the Group object, and then releases the Server object. Releasing an
object means that the client is no longer interested in the object, so the system
can delete the object in the server.
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OPC Admin Utility GENESIS32

Introduction to OPCAdmin

OPCAdmin is a tool that you can use to connect to your running OPC server that was
built with OPC ToolWorX, and see (possibly also change) all kinds of statistical,
debugging, internal, runtime, and configuration parameters and counters.

OPCAdmin is installed as a part of the OPC ToolWorX installation into the Tools
subdirectory.

Connecting OPC Server

To connect an OPC server with the OPCAdmin utility, the OPC server must support
special custom COM interfaces. These interfaces are contained in OPC ToolWorX
(from version 3.1). New OPC servers created with the OPC ToolWorX 3.1 (and later)
will automatically contain this support (interfaces).

To connect to the OPC server, the ProglD of the “OPC Manager” COM creatable
object must be specified as a program argument when the OPCAdmin is executed.
The ProgID is a human-readable unique identifier for the COM component.

For instance, for the ICONICS Modbus OPC server the OPCAdmin should be
launched:

OPCAdmin.exe ICONICS.ModbusOPCServer3.Manager

OPCAdmin User Interface

When you start the OPCAdmin with the OPC server, it will display the default
application window, as shown in the figure below.
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Untitled - OpcAdmin M=1E3

File Miew Ackion Tools Help

Mame Yalue

4 | >
Last Cleared: Lask Reft

OPCAdmin User Interface
Connecting to OPC Server

To start obtaining data from the server, the “Connect” operation to the server must be
done. To do this, you can use the Action # Connect OPC Server command, press
the F2 key, or click on the “bulb” icon, as shown in the figure below.

File  Wigw
Fz

Connecting to OPC Server

Disconnecting OPC Server

To disconnect from the OPC server, you can use the Action ® Disconnect OPC
Server command, press the F3 key, or click on the “bulb” icon, as shown in the figure
below.
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g view B Tools Help
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flemy iO I ay =
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Disconnecting OPC Server

Auto Refresh and Manual Refresh

The OPCAdmin application can use two methods to get fresh data from the OPC
server. It can get data automatically, with some period (Auto Refresh mode), or it can
get data only when the Refresh (manual refresh) command is performed.

To switch the Auto Refresh mode on, use the View = Start Auto Refresh command,
press the F7 key, or click on the “start” icon, as shown in the figure below.

Action  Tools

File Miew Action Tools Help

v Toolbar | . @ ?

Help

Status B —
v s RAr 3 Mans - &5 1CONICS. ModbusOPCServera, Man:

Gl | OPC DA Counters

+-[_ OPC AE Counters

+-[_ Runtime Chijects
(L1 Performance

1 Perfarmance
Start Auto Refresh

You can specify the period for automatic refresh under Tools # Options & Refresh
Rate.

To switch the Auto Refresh mode off, use the View =& Stop Auto Refresh command,
press F8 key, or click on the “stop” icon, as shown in the figure below.

File fckion  Tools  Help File Miew Ackion Tools Help

v Toolbar 3 @ ?

v Status Bar

Manage

Refresh

-1 OPC AE Counters
Stop Auto Refresh  F& +-[_1 Runtime Objects
[_7 Perfarmance

Stop Auto Refresh

To perform a manual refresh, use the View = Refresh command, press the F5 key,
or click on the “refresh” icon, as shown in the figure below.
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File Wiew Action  Tools Help
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=% ICOMICS MadbusOPC Server3,Man:
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OPC DA Counkers

+-[_] OPC AE Counters

+-[_1 Runtime Ohijects
[ Performance
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Manual Refresh

Clearing OPC DA and OPC AE Counters

You can tell the OPC server to zero its OPC DA or OPC AE counters. This can be
very handy when debugging the server to see a number of certain OPC calls made
during some period of time. To clear the counters, use the Action ® Clear OPC DA

Counters or Action & Clear OPC AE Counters command, as shown in the figure
below.

File  ‘\iew Tools  Help

(L1 Perfarmance |

Clearing OPC DA and OPC AE Counters

OPCAdmin Information categories

This section describes the categories of data that the OPCAdmin retrieves from an
OPC servers and displays for user

OPC DA Counters

The OPC DA Counters tree displays counters for all OPC DA interfaces and
methods, categorized into the objects (OPC Server, OPC Group) defined by OPC
specifications for Data Access servers, as shown in the figure below. Information
under these objects is further subdivided based on the DA Interfaces.
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OPC DA Counters

OPC AE Counters

The OPC AE Counters tree displays counters for all OPC AE interfaces and
methods, categorized into the objects (OPC Event Server, OPC Event Subscription,
OPC Event Area Browser) defined by OPC specifications for Alarms and Events
servers, as shown in the figure below. Information under these objects is further
subdivided based on the AE Interfaces.

Z2 Untitled - OpcAdmin
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OPC AE Counters
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Runtime Objects

The Runtime Objects tree displays numbers of objects of important internal toolkit's C++
classes created in the server, as shown in the figure below. It is subdivided into several
categories. There are two values displayed for each item:

- Current #: number of objects of current class that are created and exist at this
moment.

- Overall #: number of objects of current class that were created up to this moment,
including the ones that were already deleted

Untitled - OpcAdmin DEX

File Miew Ackion Tools Help

s | > 7
- ﬁj ICONICS ModbusOPCServer 3. Manager Marne Current # Orveral #
+-[_] OPC DA Counters abe COPCServer 2 4
+-[_] OPC AE Counters abe COPCGraup 10 15
=[] Runtime Ohjecks abe COPCSubscription 10 15
[ opc Directly Related Cbjects abc COPCIem 16 17

[ Address Space Cbjects
|:I Device Communication Objecks
[ other Ohijects

[ Performance

[ Internal Counters

|:| Server Setkings

[ Trace Settings

+

Ready Lask Cleared: Last Reft

Runtime Objects
Performance

The Performance tree contains counters that are related to the performance of the
server (not in version 3.1).

Internal Counters

The Internal Counters tree contains other informative counters that the servers
provide, and that do not fall into any of previous categories, as shown in the figure
below. These are all highly internal counters, and can be used for debugging
purposes.
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Internal Counters
Server Settings

In the Server Settings tree you can find most of the internal setting for the server, as
shown in the figure below. You can modify the values of each setting. There is also a
visible notification whether the setting is set to its default. You can also tell any
setting to use its default value. See more information on server settings in the OPC
ToolWorX User's Guide, section 4.1.9.2 - Server’s internal settings.
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Trace Settings

ICONICS

Server Settings

In the Trace Settings tree you can find the settings for TraceWorX32 module that the
OPC servers use for tracing into XML file. See more information on TraceWorX32
settings in OPC ToolWorX User's Guide, section 6.1.1 - TraceWorX32 logging
module, or in separate Appendix describing the TraceWorX32 in more detail.
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