OPERATOR KEYBOARDS

GOKEY"OPERATOR KEYBOARD"

WITH TOUCHPAD

Sealing IP65; PS/2 or USB compatible
10 relegendable keys

o GENERAL DESCRIPTION

This 65 key keyboard features all function- control- and numerial- keys as direct access
keys in UNSHIFT and SHIFT mode. The complete upper and lower case alphabet is
obtained in the ALPHA mode (status indicated by a green led). Ten extra control functions
are available as relegendable keys (preprinted C1 to C10). In standard mode (ALPHA Lock
OFF) C1 to C10 stands for the keycodes “CTRL” + “F1” to “CTRL” + “F10". In ALPHA
mode (ALPHA Lock ON) C1 to C10 stands for the keycodes “ALT” + “F1" to “ALT” + “F10".
For re-labelling by the final customer, see the instructions on the backside of this
datasheet.

This keyboard is to be used with the standard US keyboard driver.

The IP65 sealed trackpad uses the “Field Distortion Technology” to sense the presence of
the finger. A light touch is sufficient, the device is not pressure sensitive.

Enclosed
The complete unit will fit into 19” drawers (1HU) or can be used as table model.

dim: 328x204x42 mm
weight: 2,1kg

Panel mount
For front panel mounting by means of six M4-threaded studs.

Operation of keyboard and trackpad is possible at all angles (from horizontal to vertical).
A metal covers on the backside protect the mechanical- and electronical parts.

The front is sealed to IP65.

dim: 314x180x30 mm
weight: 1,2 kg



GOKEY“"OPERATOR“KEYBOARD

Dimensions Label
(10 relegendable keys)
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Carrier thickness : 1,5mm. —
Membrane thickness : 1mm
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* CONNECTIVITY

The USB versions are supplied with two 1,6m long shielded straight cables ended by a USB type A connector. The USB
trackerboards can be connected to any USB host or hub.
The PS/2 trackerboards are supplied with two 1,6 m long shielded straight cables ended with 6 pin mini DIN plugs.
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For optimal performance of theTouchpad feature, we recommend to download the Touchpad device driver from :
http://www.synaptics.com/support/downloads.cfm

* Due to the increasing differences of PS/2 mouse port specifications of the various PC manufacturers, we do recommend that this unit should be
tested on the final PC configuration and operating system prior to installing it in series.

KBSP65 F1 yyy = panel mount version

KBSP65 S1 yyy = enclosed version
PS2 : PS/2 compatible yyy : specify protocol output
USB : USB compatible
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