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Stainless Steel IP65 Enclosures

Accessories: Pole mounting

Description Item No. Pack. 
Unit M 12 M 16 M 20 Mounting dimension

A B Width Height Length No. of I/O 
modules

Stainl. steel 850-804 1 28 16 4 376 176 400 123 200 ≤ 24
Stainl. steel 1) 850-804/000-001 1 32 13 2 376 176 400 123 200 ≤ 24
Stainl. steel 850-805 1 67 19 4 576 176 600 123 200 ≤ 40

Description Item No. Pack. 
Unit

Pole mounting 2 molded rails, 600 mm long and 4 clamping profiles, sheet steel, galvanized; 2 tightening straps, 
stainless steel 1.4301; 4 angle brackets (pole diameter: 40 - 190 mm; pole dimensions: 50 mm x 50 mm 
to 150 mm x 150 mm)

850-903 1

Included:
• Stainless steel enclosure 1.4301 streak finish
• With hinged cover 90°, (850-804/000-001: 180°), with cellular rubber gasket made of natural rubber, 2 to 3 quick disconnects
• Hinges made of chromed GdZn (Gadulinium Zinc) with M5 countersunk screws
• Macrolon inspection glass
• Metric cable grips (brass, nickel-plated), incl. filler plugs; 

M12 cable grip, cable diameter 3–6mm; 
M16 cable grip, cable diameter 5–9mm; 
M20 cable grip, cable diameter 9–13mm

• 1 DIN 35/7.5 rail

The "number of I/O modules" also takes fieldbus couplers and bus end modules into account.
This applies to 12mm-wide I/O modules. I/O modules with a width of 24mm count as two I/O modules.

1) Note:
Arrangement of the cable grips differs from standard enclosures
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Dimensions in mm
* internal dimension
** from upper-edge of DIN 35 rail
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