750-651

TTY Interface - 20 mA Current Loop
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This interface allows the connection of devices which are equipped with a

20 mA current interface.

The interface is working in active, semi-active or passive operation mode.
The module communicates with the control unit over the fieldbus coupler.

The active communication channel works independently of the higher-level
fieldbus system and allows full duplex operation up to 19200 baud.

The TTY interface guarantees high in

terference immunity because of the

electrical isolation and the driven loop current.
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TTY/ 9600/ N/ 8/ 1/ 5 Byte

T

User data

Stop bits (number)

Data bits (number)

Parity (None, Even, Odd)
Baud rate (Baud)

Description Item no. ::i‘;k' Technical Data
TTY/ 9600/ N/ 8/ 1 750-651 1 Transmission channel 1 TxD / 1 RxD, full duplex
TTY/ 9600/ N/ 8/ 1/ 5 bytes 750-651/000-001 1 Baud rate 9600 baud (factory preset)
TTY/ 9600/ E/ 8/ 1 750-651/000-002 1 1200 ... 19200 baud
TTY/ 1200/ N/ 8/ 1 750-651/000-003 1 Bit transfer 2 x20 mA
Load impedance <500 Q
Line length (max.) approx. 1000 m twisted pair
Buffer 128 bytes in/16 bytes out
Current consumption (internal) 55 mA
Voltage supply via system voltage DC/DC
Isolation 500 V system/supply
Internal bit width 1 x 24 bits in/out (3 bytes user data)
1 x 8 bits control/status
Accessories ltem no. Puf:k. Wire connection CAGE CLAMP®
unit Cross sections 0.08 mm2 ... 2.5 mm2 / AWG 28 ... 14
Miniature WSB quick marking system, Stripped lengths 8..9mm/0.33in
plain 248-501 5 Width 12 mm
m with marking see pages 256 ... 257 Weight 48.5¢g

EMC C€&Immunity to interference
EMC C€&-Emission of interference
EMC marine applications -
Immunity to interference

EMC marine applications -

Emission of interference

Approvals
Series 750
Conformity marking ce
®- UL 508
® ®- ANSI/ISA 12.12.01 Class I, Div. 2, Grp. ABCD, T4
& EN 50021 I3 GEExnA Il T4

Marine applications

see "Approvals Overview" in section 1

acc. to EN 50082-2 (1996)
acc. to EN 50081-1 (1993)

acc. to Germanischer Lloyd (2003)

acc. to Germanischer Lloyd (2003)
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