750-624
Filter Module

for field side power supply
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Delivery without Mini WSB marker

The WAGO-I/O-SYSTEM 750 can also be used in shipping industry
applications. Suitable onshore and offshore installations are: platforms,
loading facilities, cranes, monitor systems for containers, and other onboard
systems. This is possible via certification under the standards of leading
agencies such as Germanischer Lloyd and Lloyd’s Register. Proper system
operation is ensured (certified) by using this overvoltage protection module.

This module is equipped with surge suppression for the 24 V field side power

supply.
Description Item no. ::i‘;k' Technical Data
24V DC Field Side Power Supply Filter 750-624 1 Voltage via power jumper contacts (max.) DC 24V (-15 % ... +20 %)
Current via power jumper contacts (max.) DC 10 A
Wire connection CAGE CLAMP®
Cross sections 0.08 mm2..2.5mm2 / AWG 28 ... 14
Stripped lengths 8..9mm/0.33in
Width 12 mm
Weight 51g
EMC C€&Immunity to interference acc. to EN 50082-2 (1996)
EMC C€-Emission of interference acc. to EN 50081-1 (1993)
EMC marine applications -
Immunity to interference acc. to Germanischer Lloyd (2003)
EMC marine applications -
Accessories ltem no. lI::::icik. Emission of interference acc. o Germanischer Lloyd (2003)
Miniature WSB quick marking system,
plain 248-501 5

with marking

see pages 256 ... 257

Approvals
Series 750
Conformity marking ce
®. UL 508
® ®- ANSI/ISA 12.12.01 Class I, Div. 2, Grp. ABCD, T4
& EN 60079-15 IM2 /113 GD ExnAIICT4

Marine applications

see "Approvals Overview" in section 1
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