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PERSPECTO WP - Web Panel

Featuring specialized software, the Web Panel functions as 
Web browser, connecting a controller with its own Web 
server. The display of CoDeSys 2.3 Web visualization is 
optimized for the Web Panel. 

Software configuration:
• Internet browser 
• Java Virtual Machine
• Panel configuration software

Description Description Item No. Pack. 
Unit Description Item No. Pack. 

Unit
PERSPECTO WP, Web Panel WP 35 QVGA 762-1035 1 WP 57 QVGA 762-1057 1

Technical Data
Display type TFT TFT
Screen size (diagonal) 8.9 cm (3.5") 14.5 cm (5.7")
Display colors 262000 colors 262000 colors
Graphics resolution 320 x 240 pixels 320 x 240 pixels
Contrast ratio 800:1 500:1
Viewing angle, horizontal/vertical -60° ... 60° / -60° ... 45° -70° ... 70° / 70° ... 60°
Brightness 560 cd/m2 400 cd/m2

Display MTBF 50000 hrs. 50000 hrs.
Operating system Windows CE 6.0 Windows CE 6.0
Processor 32-bit ARM9 200 MHz 32-bit ARM9 240 MHz
RAM / Flash / SRAM 64 Mbytes / 64 Mbytes / 1 Mbyte 64 Mbytes / 64 Mbytes / 1 Mbyte
Memory expansion MicroSD card (max. 2 GB) SD card (max. 2 GB)
Panel Touch screen (analog, resistive) Touch screen (analog, resistive)
Light transmission typ. 80 % typ. 75 %
Durability 100.000 stylus touches 100.000 stylus touches
Interfaces (USB) 1 x USB 2.0 Host (Type A) 2 x USB 2.0 Host (Type A)
Interface (ETHERNET) 1 x 10/100 Mbit RJ-45 1 x 10/100 Mbit RJ-45
Interface (CAN) 1 x CANopen RJ-45 1 x CANopen RJ-45
Interface (serial) RS-485 integrated in CAN 1 x RS-232 D-Sub 9, 1 x RS-232 + RS-485 D-Sub 9
Front panel Plastic, polyester film Plastic, polyester film
Housing material plastic plastic
Dimensions (W x H x D) 96 x 96 x 29 mm 208 x 150 x 42 mm
Panel cutout (W x H) 91 x 91 mm 198 x 140 mm
Mounting 2 x clamping elements 4 x clamping elements
Voltage supply 24 V DC (18 V ... 30 V) 24 V DC (18 V ... 30 V)
Max. input current (24 V) 500 mA 500 mA
Operating power 8 W ... 12 W 8 W ... 12 W
Operating temperature 0 °C ... +55 °C 0 °C ... +55 °C
Storage temperature -10 °C ... +60 °C -10 °C ... +60 °C
Relative air humidity (no condensation) 10 % ... 85 % 10 % ... 85 %
Weight 170 g 630 g
Degree of protection Front IP65, back IP20 Front IP65, back IP20
Approvals 1, r, g 1, r, g

CAN and serial interfaces are not supported by software

Accessories see pages 396 ...399 see pages 396 ...399
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Description Description Item No. Pack. 

Unit Description Item No. Pack. 
Unit

PERSPECTO WP, Web Panel WP 104 VGA 762-1104 1 WP 121 SVGA 762-1121 1

Technical Data
Display type TFT TFT
Screen size (diagonal) 26.4 cm (10.4") 30.7 cm (12.1")
Display colors 65.536 colors 65.536 colors
Graphics resolution 640 x 480 pixels 800 x 600 pixels
Contrast ratio 500:1 500:1
Viewing angle, horizontal/vertical -65° ... 65° / -45° ... 65° -65° ... 65° / -75° ... 45°
Brightness 430 cd/m2 400 cd/m2

Display MTBF 50000 hrs. 50000 hrs.
Operating system Windows CE 5.0 Windows CE 5.0
Processor 32-bit XScale 520 MHz 32-bit XScale 520 MHz
RAM / Flash / SRAM 64 Mbytes / 32 Mbytes / 1 Mbyte 64 Mbytes / 32 Mbytes / 1 Mbyte
Memory expansion CF card (max. 2 GB) CF card (max. 2 GB)
Panel Touch screen (analog, resistive) Touch screen (analog, resistive)
Light transmission typ. 80 % typ. 80 %
Durability 10 million finger touches 10 million finger touches
Interfaces (USB) 2 x USB 2.0 Host (Type A) 2 x USB 2.0 Host (Type A)
Interface (ETHERNET) 1 x 10/100 Mbit RJ-45 1 x 10/100 Mbit RJ-45
Interface (CAN) 1 x CAN0 RJ-45, 1 x CAN1 D-Sub 9 1 x CAN0 RJ-45, 1 x CAN1 D-Sub 9
Interface (serial) 1 x RS-232 D-Sub 9, 1 x RS-232 + RS-485/-422 D-Sub 1 x RS-232 D-Sub 9, 1 x RS-232 + RS-485/-422 D-Sub
Front panel Anodized aluminum, natural, polyester film Anodized aluminum, natural, polyester film
Housing material Sheet steel, painted Sheet steel, painted
Dimensions (W x H x D) 284 x 222 x 46 mm 330 x 268 x 47 mm
Panel cutout (W x H) 268 x 206 mm 312 x 250 mm
Mounting 6 x clamping elements 6 x clamping elements
Voltage supply 24 V DC (18 V ... 30 V) 24 V DC (18 V ... 30 V)
Max. input current (24 V) 500 mA 500 mA
Operating power 10 W ... 18 W 10 W ... 18 W
Operating temperature 0 °C ... +50 °C 0 °C ... +50 °C
Storage temperature -10 °C ... +60 °C -10 °C ... +60 °C
Relative air humidity (no condensation) 10 % ... 85 % 10 % ... 85 %
Weight 2100 g 2600 g
Degree of protection Front IP65, back IP20 Front IP65, back IP20
Approvals 1 1

CAN and serial interfaces are not supported by software

Accessories see pages 396 ...399 see pages 396 ...399
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