2 Watts xppower.com J{J
IU Series

< o Regulated Single & Dual Output
YO
° Wide 2:1 Input Range
‘\/J‘Zé%\e e  SIP or DIP Package
; ‘//10% ° 1000 VDC Isolation (Optional 3000 VDC)
\)’\2“1 o1AT
\ ° Optional Metal Case

¥ v ° Continuous Short Circuit Protection

° 3 Year Warranty

Specrﬁcatlon Input N? Loild Output Output c Ma)g.t Effici Model
npu @ apacitve iciency  Number
Input Voltage o "ot Voltage Current Load %5
| Vol R .s bl 15 mA 3.3V 500 mA | 3300 pF 67% | IUD503SAT/
nput Voltage Range ee table 15 mA 5.0V 400 mA | 3300 pF 70% | IUO5055ATA
Input Reflected * 35 mA pk-pk through 12 pH inductor, 45.9.0V |0 MA 9.0V 222 mA 470 pF 72% | IUOS09SATA
Ripple Current 5-20 MHz T 30mA | 120V 167 mA 470 pF 72% | IUO512SATA
) i 30mA | 150V 133 mA 470 UF 73% | IUO515SATA
Input Filter e Capacitor 60 mA 240V 83 mA 220 WF 75% | 1U0524SAT"
15 mA 3.3V 500 mA | 3300 pF 67% | IU1203SATA
Output 15 mA 5.0V 400 mA | 3300 pF 77% | IUT205SATA
9.0-18.0 v 15 mA 9.0V 222 mA 470 UF 78% | IUT209SATA
Output Voltage e See table e 15 mA 2.0V 167 mA 470 pF 80% | IUT212SAT/
L T5mA | 150V 133 mA 470 UF 78% | IUT215SATA
(8)
N_""'m”m L°_ad * None T5mA | 240V 83mA | 220QF | 80% | IU12245AT"
Line Regulation e +0.5% 8 mA 33V 500 mA 3300 pF 70% | [U2403SAT/
: o 410 _1nAo, @ 8 mA 5.0V 400 mA | 3300 pF 77% | IU2405SATA
Load Begulatlon +1% for a 25-100% load change 6060y _EMA 0V 555 A 170 JF 50% T TUD2095AT~
Setpoint Accuracy e +2% e 8 mA 12.0V 167 mA 470 pF 80% | [U2412SAT/
ross Requlation e +5% on | output model 8mA | 150V 133 mA 470 pF 80% | IU2415SATA
C'oss egu.at o 5% on dual output models ] 8mA | 240V 83 mA 220 uF 80% | IU2424SATA
Ripple & Noise e 80 mV pk-pk max, 20 MHz bandwidth® B mA 33V 500 mA | 3300 F 71% | IU4B03SAT/
Short Circuit Protection ¢ Continuous with auto recovery (foldback) g mﬁ g-gg ‘2‘22 mﬁ 3338 “E ;‘8‘2//“ :nggggﬁ -
. % m, . m, U o

Max Capacitive Load ¢ See table 36.0-72.0V—g A T 72,0V 167 mA 770 pF 78% | IUAB12SATA
Remote On/Off e Optional on SIP package model 6mA | 150V | 188mA | 470uF | 78% |IU48155ATA
6mA | 240V 83 mA 220 pF 80% | [U4B24SATA

ey 0,
Temperature Coefficiente 0.02%/C T Avallable from Famell & element14. See pages 284-290.

A Available from Newark. See pages 291-296.
Mechanical Details

Fifictency See table L — 1 % % —
, PIN CONNECTIONS
Isolation Voltage e 1000 VDC, Optional 3000 VDC® @189 )

General

T Printed Face Single Dual
Isolation Resistance e 10°Q 0.42 N\, 044 1 | -Vinput | -V Input
. . 10.60] .
Isolation Capacitance ¢ 60 pF (i) . i @110 12 | +Vinput | +V Input
o 3 |Opt. ROF* [Opt. ROF*|
Switching Frequency ~ * 100-650 kHz o T TTT TTTI I o
MTBF e >1.61 MHrs to MIL-HDBK-217F, at 25°C, GB ’(g;gﬂ e 060 +T(g-;; & [+V Output|+V Output
. 15.24) B
E R o e tal 0.02 { ) 0024%% 7 |-V Output [ -V Output
nvironmen 050 (0.50) 8 NC Common
. o o f 0.14 Bottom View . " .
Operating Temperature ¢ -40 °C to +85 °C 036 G501 || 3 5678 When optional ROF is
(9.20) ¥ present pin 5 is No
Storage Temperature ¢ -40 °C to +125 °C ¥ 2 0.01 Connection.
¥ (0.25) .
Temperatur: o +1 °C max When not present pin 3 &
CaSe- emperature 00 C. a |<7 (20:;_9420) —>| 5 are No Pin.
Cooling e Convection cooled T & *When optional ROF is
0.12 t pin 5is N
Notes 055 (3.09) (1016 anssgmf’éﬁ i
1. For dual inline package replace ‘S’ in model number with ‘D’ (14.00 i ;
. p g P . R When not present pin 3 &
2. For optional 3 KV isolation add suffix ‘-H’ to the model number. L ° I | 5 are No Connection.
3. For dual output delete suffix ‘A’ & split output current equally between rails. 011 DIA. ki
. o, : PIN CONNECTIONS
4. For optional Remote On/Off on SIP models, add suffix ‘-R’ to model number. 008__ (281) 0.70 0.02
. . L . . . gg)j 4l (1778)4’| (0,50) Pin | Single Dual
Applying 5 V via 1 k current limiting resistor and diode turns output off. y o : v T | Vinput | <V Input
5. For optional metal case, add suffix ‘-M’ to model number. IR & &4 2 [ ~Vinput | -V Input
6. Output capacitor of 100 pF required to meet quoted ripple & noise. (00410) Bottom View (g:gg) 5 NC Common
7. Minimum load of 25% required to meet load regulation & ripple & noise specifications. 3 e 6,15, 1 e 8 NC -V Output
8. Operation at no load will not damage device but may not meet all specifications. E 570 L_ _’i 0.02 9 [+V Output| +V Output
9. Pin pitch tolerance: +0.014 (+0.35), Case tolerance: +0.02 (:0.5) et ol gl Kes 11_|V Output| Common
10. Weight: SIP 0.009 Ibs (4.0 g), DIP 0.013 Ibs (6.0 g), Metal case weight: 6.08) 15 | +Vinput | +V Input
SIP 0.014 Ibs (6.5 i All dimensions in inches (mm) 16 | +Vinput | +VInput
. .5 g), DIP 0.017 Ibs (8.0 g), consult sales for drawing
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